IECEXx Certificate
= of Conformity

INTERNATIONAL ELECTROTECHNICAL COMMISSION
IEC Certification Scheme for Explosive Atmospheres

for rules and details of the IECEx Scheme visit www.iecex.com

Certificate No.:

Status:

Date of Issue:

Applicant:

Equipment:

Optional accessory:

Type of Protection:

IECEx UL 18.0049X Issue No: 0 Certificate history:
Issue No. 0 (2018-06-25)
Current
Page 1 of 3
2018-06-25
Fireye Inc.

3 Manchester Rd.
Derry, NH, 03038
United States of America

Integrated Flame Scanner, 95UVS4-1WINC, 95UVS4E-1WINC, 95IRS4-1WINC, 95IRS4E-1WINC with accessory cord
set 59-608, 95UVS4-1, 95UVS4-2, 95IRS4-1, 95IRS4-2 and Accessory cord set 59-547.

Intrinsic Safety "ic", Non-Sparking "nA", Non-Incendive "nC" and Dust Protection by Enclosure "tc

Marking:
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-40°C to +65°C
Approved for issue on behalf of the IECEx Erin LaRocco
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Position: Staff Engineer
Signature:

(for printed version)

Date:

1. This certificate and schedule may only be reproduced in full.
2. This certificate is not transferable and remains the property of the issuing body.
3. The Status and authenticity of this certificate may be verified by visiting the Official IECEx Website.
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ULLLC
333 Pfingsten Road
Northbrook IL 60062-2096
United States of America
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Manufacturer: Fireye Inc.

3 Manchester Rd.
Derry, NH, 03038
United States of America

Additional Manufacturing location(s):

This certificate is issued as verification that a sample(s), representative of production, was assessed and tested and found to comply with the
IEC Standard list below and that the manufacturer's quality system, relating to the Ex products covered by this certificate, was assessed and
found to comply with the IECEx Quality system requirements. This certificate is granted subject to the conditions as set out in IECEx Scheme
Rules, IECEx 02 and Operational Documents as amended.

STANDARDS:

The apparatus and any acceptable variations to it specified in the schedule of this certificate and the identified documents, was found to comply
with the following standards:

IEC 60079-0 : 2011 Explosive atmospheres - Part 0: General requirements

Edition:6.0

IEC 60079-11 : 2011 Explosive atmospheres - Part 11: Equipment protection by intrinsic safety "i"
Edition:6.0

IEC 60079-15 : 2010 Explosive atmospheres - Part 15: Equipment protection by type of protection "n"
Edition:4

IEC 60079-31 : 2013 Explosive atmospheres - Part 31: Equipment dust ignition protection by enclosure "t"
Edition:2

This Certificate does not indicate compliance with electrical safety and performance requirements other than those expressly included in the

Standards listed above.

TEST & ASSESSMENT REPORTS:

A sample(s) of the equipment listed has successfully met the examination and test requirements as recorded in

Test Report:

US/UL/ExTR18.0057/00

Quality Assessment Report:

US/UL/QAR16.0017/00



http://iecex.iec.ch/extr/US.UL.ExTR18.0057.00
http://iecex.iec.ch/qar/US.UL.QAR16.0017.00
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Schedule
EQUIPMENT:

Equipment and systems covered by this certificate are as follows:

The following InSight Series 4 Type 95 Series scanner is microprocessor based, integrated flame scanners: 95UVS4-1WINC, 95UVS4E-
1WINC, 95IRS4-1WINC, 95IRS4E-1WINC with accessory cord set 59-608, 95UVS4-1, 95UVS4-2, 95IRS4-1 , 95IRS4-2 and Accessory cord
set 59-547.

The InSight Series 4 scanners measure the amplitude of the modulations (the flame “flicker”) that occur within the targeted flame. InSight
Series 4 is a solid state detector scanner utilizing either UV or IR detector and accessory connectors Part Nos. 59-608 and 59-547. These
InSight Series 4 sensors have a two-line by sixteen-character alpha-numeric OLED display with a five-pushbutton keypad.

Please see Annex for additional information.

SPECIFIC CONDITIONS OF USE: YES as shown below:

+ Risk of electrostatic discharge. Make sure that all personnel and equipment are correctly grounded when installing, handling, or using
the keypad on the scanner in potentially explosive atmospheres.
+ The scanner must be fitted with a Mounting flange which is to be screwed into a pipe during installation.

* Ingress Protection IP66 with 0.4 joule impact rating.

Annex:

Annex to IECEx 18.0049X Issue 0.pdf



http://iecex.iec.ch/cert/IECExUL18.0049X0/$File/Annex to IECEx 18.0049X Issue 0.pdf
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PARAMETERS RELATING TO THE SAFETY

Electrical Ratings:
Input Power: 24 Vdc, +10%, -15% supply current: 0.25A, 6VA

Relay Output Contact Rating:
Minimum: 10 mA @ 5 Vdc (All models)
Maximum: 2A @ 30 Vdc; 2A @ 50 Vac (Series 4E-1WINC models only)
Maximum 2A @ 30 Vdc; 2A @ 230 VAC (All other models)

Analog Output: 4-20 mA dc current, referenced to 24Vdc common, Max. connected load: 750 ohms
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