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Issued in accordance with the Gas Appliances (Product Safety and Metrology etc
(Amendment etc) (EU Exit) Regulations 2019

Certificate No. GAR-UK-A0019 Rev. 00 Page 1/4
First issue Date: [2022-10-19] Current issue Date: [2022-10-19] Expiry Date: [2032-10-18]
Manufacturer Fireye Inc.
(Name and Address)

3 Manchester Rd
Derry, NH 03038

USA

Authorized Representative N/A

(if applicable))
Brand/Trademark Fireye
Product Description Flame Supervisor Device

Type reference / Model No. InSight Il family — Models 95DSS3-1CEX, 95DSS3-2CEX, 95DSS3-
TWICEX, 95DSS3-2WICEX, 95DSS3-1CEX-ND, 95DSS3-1CEX-SS,
95DSS3-1CEXSS, 95DSS3-1WICEXSS (includes 95WIDISP-2SS),
95DSS3-1CEX-2, 95DSS3-1, 95DSS3-2, 95DSS3-1WINC, 95DSS3-
2WINC, 95DSS3-1WOC, or 95DSS3-2WOC with optional display
95DISP-1 or 95WIDISP-2; with or without cable assemblies 59-546
and 59-547, followed by suffixes.

PIN 843DN19
This Product Complies EN 298:2012

with the Standard(s) EN 298:2003

This is to certify that the sample(s) of the Product described herein has been investigated and found to have been in compliance
Approved Body ID 0843 | with the Standard(s) indicated on this Certificate and the Gas Appliances (Product Safety and Metrology etc (Amendment etc) (EU
Exit) Regulations 2019). This certificate and test results obtained apply only to the product sample(s) submitted by the Manufacturer.

UL did not select the sample(s) or determine whether the sample(s) provided were representative of other manufactured products.
Eb UL has not established Follow-Up Service or other surveillance of the product. The Manufacturer are solely and fully responsible
for conformity of all products to all applicable Standard(s), specifications or requirements. The test results may not be used, in
whole or in part, in any other document without UL’s prior written approval.
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Ratings
24 VVdc
Appliance/lnstallation Type N/A
Additional Information Degree of ingress protection IP66

Range of ambient temperature -40°C to +65°C
Flame Failure Response Time — Programmable 1 to 6 seconds

Lock-out: Non-Volatile

Type of Operation: Suitable for Permanent and Non-permanent
operation

Type of Flame detector device: with UV sensor and IR sensor

Safety software module and associated version:

Module ID Drawing Version Unique ID
Primary MCU U1 139-1207 76 O0x9BEF0833
Helper MCU U3 139-1206 24 OxE40A

Accredited by UKAS under registration number 4705 to provide product conformity certification.
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First issue Date: [2022-10-19] Current issue Date: [2022-10-19] Expiry Date: [2032-10-18]

Test Report Number(s): 4789859229

This test report, section “RP”, contains a list of the technical documentation describing the certified product.

Accredited by UKAS under registration number 4705 to provide product conformity certification.
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Technical data and ratings:

Current issue Date: [2022-10-19]
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Expiry Date: [2032-10-18]

Code/Technical Type

Model

Rated Voltage, Frequency and/or Power,

Overall Dimensions

Flame Scanners

95DSS3-1CEX,
95DSS3-
1WICEX,
95DSS3-1CEX-
ND, 95DSS3-
1CEX-SS,
95DSS3-
1CEXSS,
95DSS3-
1WICEXSS
(includes
95WIDISP-2SS),
95DSS3-1CEX-2,
95DSS3-1,
95DSS3-1WINC,
95DSS3-1WOC

Input: 24Vdc

Output:

Two Flame Relays SPDT (N.O.
and N.C.), Fault Relay SPST
(N.O.) — Maximum 1.0 A, 30

Vdc/230 Vac. Two, 4-20 mA dc

current.

95DSS3-2,
95DSS3-2CEX,
95DSS3-
2WICEX,
95DSS3-2WINC,
95DSS3-2W0C

Input: 24Vdc

Output:

Two Flame Relays SPDT (N.O.
and N.C.), Fault Relay SPST
(N.O.) — Maximum 2.0 A, 30
Vdc/230 Vac. Two, 4-20 mA dc
current

274 mm x
118 mm x

140 mm

Accredited by UKAS under registration number 4705 to provide product conformity certification.
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